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0101 Grey 3010 Charcoal Sable0707 Pearl

0207 White Pearl0202 White 0220 White Linen

MED BLACKOUT COLOUR RANGE

Specifications

• 100% of the light and UV rays blocked - up to 100.000 Lux

• Thermal comfort: rejects up to 87% of solar radiation (gtot = 0,13 / glazing g = 0,32 and U =

1,1 W/m2K)

• 8 colours available

• High mechanical resistance and good dimensional stability for high roller blinds

3030 Charcoal3006 Charcoal Bronze
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0220 White Linen

0207 White Pearl

0707 Pearl

0101 Grey

Fabric Fabric & glazing
/ gtot internal blind

T R A C: gv = 0,59 D: gv = 0,32

Tv

0 74 26 0,11
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0 67 33 0,29 0,14 0

0 58 42 0,33 0,16 0

0 40 60 0,41 0,15 0

0 23 77 0,49 0,28 0

0 13 87 0,53 0,29 0
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gv = 0,59: Solar factor of standard glazing (C), low-emission 4/16/4 double glazing filled with Argon (U value thermal transmittance = 
1,2W/m²K).

gv = 0,32: Solar factor of standard glazing (D), reflecting low-emission 4/16/4 double glazing filled with Argon (U value thermal 
transmittance = 1,1W/m²K).

Comfort classification accoring to EN 14501 standard:      very little effect       little effect       moderate effect       good effect       very good.

Samples tested according to EN 14500 standard defining the measurements and calculation methods as specified in the 
standard EN 13363-2 "Solar protection devices combined with glazing calculation of solar and light transmittance- part 2: EN 
13363-2 detailed method" and EN 410 "Glass in building. Determination of luminous and solar characteristics of glazing".
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Technical Data

Composition

Fire, smoke 
classification

Opacity

UV Screen

SOLARGLIDE MED BLACKOUT FABRIC2

Weight/m2

Thickness

Colour Fastness to 
light (scale of 8)

Coated fibreglass yarns flocked fabric

M1 (F) - NFP 92 503
IMO - MED 2014/90/EU
HHV: 20, 4 MJ/kg (6,12 to 7,14 MJ/m2)

100% up to 100.000 lux (500 W)

100%

590 to 650 g + 10% (depending on colours) - ISO 2286 - 2

0,50 to 0,55 mm + 10% (depending on colours) - ISO 2286 - 3

7/8 - ISO 105 B02 (white not graded)

3030 Charcoal

0 6 94 0,55 0,31 0

0 5 95 0,55 0,31 02
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0202 White

3010 Charcoal Sable

3006 Charcoal Bronze

0,25


